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WATERPROOF FABRIC 

SIDE PANELS 

Data Sheet 
Our waterproof fabric side panels can be added to a selection of our tensile 

fabric canopies to enclose them, blocking excess wind and rain, therefore 

extending the use of your canopy on windy days with driving rain. 

Features: 

Suitable for: Education | Hospitality | Leisure | Retail | Commercial | Healthcare 

Maintenance: Requires only periodic cleaning, please follow the maintenance schedule 

Do not roll the fabric panels up when wet, allow them to fully dry first 

Retro-fitting Available: No, the fabric panels must be installed at the same time as the canopy supplied by Able Canopies 

Availability: Only available as an upgrade with our canopies, we can not supply the fabric side panels as a 

stand alone product 

Specifications: 

Construction Material: PVC with an acrylic lacquer on both sides which is protected against microbal and fungal attack 

and UV 

Fabric Weight: 650 g/m2     EN ISO 2286-2 

Tensile Strength: 2500/2500 N/50mm (warp/weft )  EN ISO 1421/V1 

Tear Strength: 250/250 N (warp/weft)   DIN 53363 

Cold Resistance: -40 c       EN 1876-1 

Heat Resistance: +70 C      PA 07.04 (intern) 

Crack Resistance: No cracks   100000 x   DIN 53359 A 

Colour Options: Available in 17 different colours to match the fabric and frame of your tensile fabric canopy  
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International Standards: 

Fire Ratings: Burning behaviour: BS 7837, California T 19, D.M. 26.06.84 (UNI 9177): CL. 2, DIN 4102: B1, 

GOST: G1, NFP 92507: M2, EN 13501-1: B-s2-d0, NFPA 701 Test 2, UNE 23 723-90 1R: M.2 

Weather Protection: 
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Colour Options: 

 

Available With  

Codale Conic Tensile Fabric Canopy ✓ 

Codale Junior Tensile Fabric Canopy ✓ 

Windsor Tensile Fabric Canopy ✓ 
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Technical Files Available: 

PDF CAD File  

DXF CAD File  

IGES CAD File  

STL CAD File  

BIM File  

NBS Spec  


